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The Final Corrective Action Decision identifies the remedial action(s) that will be implemented to
address contamination of environmental mediaand prevent or eliminate exposureto receptors. The
selected remedy is planned, designed, constructed, and operated during the Corrective Action Plan
and Corrective Action phases.

The primary objectives of the Corrective Action Plan (CAP) are described as follows:

1)
2)
3)
4)
5)

6)

to provide a preliminary conceptual design of the corrective action (CA) and a
description of the tasks necessary to implement the corrective action;

to obtain additional data, if necessary, to support the development of detailed
design plans and specifications;

to provide detailed design plans and specifications including an Operations and
Maintenance manual for the corrective action system;

to provide a Contingency Plan that identifies an alternate corrective action to be
implemented in the event of asignificant failure of the corrective action system;
to identify and obtain necessary easements and permits required for the
implementation of the corrective action; and

to create a Site Monitoring and Performance Evaluation Plan to monitor the
effectiveness of the corrective action and to describe the corrective action goals.

The primary objectives of the Corrective Action (CA) are described as follows:

1)
2)

3)
4)

5)

6)
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to implement the Corrective Action Plan (CAP) as approved by KDHE;

to operate and maintain the corrective action system as described in the approved
Operations and Maintenance Manual;

to evaluate and monitor the performance of the corrective action as described in
the approved Site Monitoring and Performance Evaluation Plan;

to determine whether corrective action goals have been attained, or are likely to be
attained;

to confirm attainment of corrective action goals by conducting post-corrective
action monitoring as described in the approved Site Monitoring and Performance
Evauation Plan;

to implement the approved Contingency Plan to design, install and operate
additional or alternative corrective action measures in the event the implemented
corrective action is unable to attain corrective action goals;



7) to document and report to KDHE all activities performed pursuant to the
corrective action;

8) to submit afinal report to KDHE for approval which briefly describes the
corrective action implemented at the site, and provides the appropriate data
documenting that site-specific corrective action goals have been attained; and

9) if desired, to submit a site reclassification plan to KDHE for approval, which
reclassifies a site to resolved status on the Kansas |dentified Sites List.

This Scope of Work outlines the required elements of the CAP which is to be prepared as a
deliverable document. The CAP shall, at a minimum, include the following components:

1.0

2.0

3.0

4.0

CORRECTIVE ACTION PLAN SCHEDULE

A schedule must be provided which defines the dates for the performance of certain
milestone corrective action tasks and provides dates for the submission of appropriate
corrective action plans described in Section 5.0.

TASKSREQUIRED TO COMPLETE THE CORRECTIVE ACTION

Describein detail all tasks necessary to acquire additional data to support the devel opment
of a final design corrective action plan and to construct, implement, and monitor the
performance of the correctiveaction. All necessary tasks shall be documented and described
in adequate detail to clearly state the manner in which they will be implemented and
reported. Thetasksshall includethose necessary for implementing institutional controlsand
obtaining the appropriate easements, permits, etc.

DESIGN SPECIFICATIONSFOR THE CORRECTIVE ACTION

Completedesign specifications, including any relevant figuresand/or site system engineering
layouts, shall be provided. Asappropriate, preliminary and intermediate design plans shall
be submitted to KDHE for approval. TheFinal Design Corrective Action Plan shall provide
specifications in sufficient detail so that contractors could bid on the construction,
implementation, and operation of the corrective action system(s).

SITE MONITORING AND PERFORMANCE EVALUATION PLAN

A Site Monitoring and Performance Evaluation Plan shall be provided as an element of the
Final Design Corrective Action Plan to document the activities necessary to evaluate the
effectiveness of the corrective action, including post-corrective action monitoring, if
appropriate. At aminimum, the performance evaluation plan shall include:

. adescription of the site-specific corrective action goals,

. a description of the corrective action system operations that will be evaluated and
identification of criteriathat will be used to evaluate system performance;

. frequency, methods, and rationale for site monitoring;

. a description of the environmental media to be monitored (ground water, surface
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water, soil, soil vapor, etc.);

a description of quality assurance/quality control (QA/QC) considerations for the
laboratory and field,;

identification of institutional controls that will be monitored,;

a plan for evaluating changes in land use of impacted areas that may alter the
effectiveness of the corrective action; and

adescription of reporting methods, format, and frequency.

At aminimum, the Site Monitoring and Performance Evaluation Reports shall include:

anarrative description and graphic illustration of the effectiveness of the corrective
action;

adescription of system operations and performance;

a system startup report and “as built” drawings of the corrective action system
(required for the first Site Monitoring and Performance Evaluation Report);
adescription of repairs or modifications made to the corrective action system during
the reporting period, as appropriate;

|aboratory analytical dataincluding copiesof laboratory reportsand summary tables;
contaminant isoconcentration maps;

atabular comparison of the current monitoring data to previous monitoring results;
afigure illustrating the site and associated monitoring wells or other sample point
locations;

static water el evation measurements;

acontour map of the water level elevation;

adescription of any deviations from the approved sampling procedures;

results of QA/QC data and an evaluation of the validity of the analytical data;

logs of any newly constructed site wells;

an evaluation of the effectiveness of institutional controls implemented for the
corrective action (monitoring frequency will be identified in the approved Site
Monitoring and Performance Evaluation Plan);

an evaluation of land use of the impacted area (monitoring frequency will be
identified in the approved Site Monitoring and Performance Evaluation Plan); and
al other relevant site data collected during the reporting period.

50 CORRECTIVE ACTION PLANS

Corrective Action Plans shall be submitted to KDHE for approval. Corrective Action Plans
to be submitted may include:
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Preliminary Design Corrective Action Plan, which documentsthe conceptual design
of the corrective action;

Data Acquisition Plan (optional), which describes various tasks necessary to gain
additional datato develop the final design specifications,

Intermediate Design Corrective Action Plan (optional), which integrates newly
collected datainto arefined conceptual design of the corrective action; and

Final Design Corrective Action Plan, which provides detailed design specifications
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for the corrective action, describesall thetasks necessary to construct and implement
the corrective action, and includes a schedule for construction and implementation
of the corrective action.

If field activities or treatability/pilot studies will be conducted to gain additional datafor the
design activities, aData Acquisition Plan shall be submitted for KDHE approval. TheData
Acquisition Plan should include thefollowing appendices: aField Sampling Plan; aQuality
Assurance Project Plan; and, aHealth and Safety Plan.

Supplemental plans that may be incorporated into the Preliminary and Final Design
Corrective Action Plans include:

. an Operations and Maintenance Manual;

. a Site Monitoring and Performance Evaluation Plan;
. a Construction Quality Assurance Project Plan;

. aformal Contingency Plan; and

. aHeadlth and Safety Plan for the Corrective Action.

The KDHE project manager will determine which supplemental plans are required to be
submitted for approval based on the individua site requirements.

The Corrective Action (CA) shall, at a minimum, include the following components:

1.0

2.0

3.0

IMPLEMENTATION OF SELECTED CORRECTIVE ACTION

The corrective action selected for the site shall be implemented in accordance with the
KDHE-approved Fina Design Corrective Action Plan. Implementation of the corrective
action shall proceed according to the schedule contained within the KDHE-approved Final
Design Corrective Action Plan Report.

PERFORMANCE EVALUATION

The effectiveness of the corrective action shall be monitored as provided through
implementation of the Site Monitoring and Performance Evaluation Plan described within
the KDHE-approved Final Design Corrective Action Plan Report. The schedule and
frequency for corrective action performance evaluation and site monitoring shall proceed
according to the KDHE-approved schedule in the Final Design Corrective Action Plan
Report.

SITE MONITORING AND PERFORMANCE EVALUATION REPORTING

Site Monitoring and Performance Evaluation Reports must be submitted to KDHE in
accordance with the KDHE-approved Site Monitoring and Performance Evaluation Plan
contained within the Final Design Corrective Action Plan Report. The Site Monitoring and
Performance Eval uation Reports should contain all of the information and data as described
within the Site Monitoring and Performance Evaluation Plan, including a narrative
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4.0

5.0

description and/or graphic evauation of the effectiveness of the corrective action as
compared to the site-specific corrective action goals.

If the site monitoring and performance evaluation program demonstrates that the
implemented corrective action is incapable of achieving corrective action goals, the Site
Monitoring and Performance Evaluation Report should recommend modifications or
augmentation to the existing corrective action system that will enable the system to achieve
the corrective action goals. KDHE must be notified within seven days of any significant
changes which may diminish the effectiveness of the implemented corrective action to
protect human health and the environment.

IMPLEMENTATION OF THE CONTINGENCY PLAN

If it is demonstrated that the implemented corrective action is incapable of achieving
corrective action goals, and modification or augmentation of the existing corrective action
system does not or will not enable the system to attain corrective action goal's, the approved
Contingency Plan shall be implemented.

CORRECTIVE ACTION REPORT
Submit a Final Corrective Action Report to KDHE for approval which documents that the

corrective action implemented at the site has satisfied the site-specific corrective action
goals. TheFinal Corrective Action Report may consist of any one or more of the following:

. Final Site Monitoring and Performance Evaluation Report;

. Final Post-Corrective Action Monitoring Report;

. Final Corrective Action Report; and/or

. Reclassification Plan (see Reclassification Plan Scope of Work).

Upon approval of the Final Corrective Action Report, KDHE shall issue aletter confirming
completion of corrective action implemented at the site. If desired, the respondent may
submit a Reclassification Plan to KDHE for approval. Upon approva of the
Reclassification Plan, thesitewill bereclassified to aresol ved statuson the Kansas| dentified
SitesList.

KDHE strongly recommendsthat any persons performing Corrective Action Plan/Corrective Action
activities with State of Kansas oversight obtain and familiarize themselves with the following
documents. These documents provide guidance on the preparation, implementation, and reporting
of CAP/CA activities, and constitute much of the technical basis on which KDHE reviews work
plans, reports, and other submittals related to the CAP/CA process. Information on obtaining the
EPA documentsisavailableon-lineat http://www.epa.gov/epahome/publications.htm. Information
on the State Cooperative Program administered by the Remedial Section of the Bureau of
Environmental Remediation can be found on-line a the KDHE web site at
http://www.kdhe.state.ks.us/ber/remedial/sru.html.
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EPA/600/R-98/018 February 1998; EPA Guidancefor Quality Assurance Project Plans (EPA QA/G-
5).

EPA 600/R-96/055 August 2000; Guidancefor the DataQuality ObjectivesProcess (EPA QA/G-4).

EPA 540/R-95/059 June 1995; Remedial Design/Remedia Action Handbook.
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